Digital LCD Wall/Desk Clock 

OWNER’S MANUAL — Please read before using this equipment. 


Your RadioShack Digital LCD Wall/Desk 
Clock combines advanced technology with a 
sleek design that suits any decor. 

The large Liquid Crystal Display makes the 
clock easy to read. 

The Dual Display shows the current time, 
month, date, day of the week, and the indoor 
temperature, all at the same time. 

INSTALLING BATTERIES 

Your clock requires two AA batteries (not 
supplied) for power. For the best perfor- 
mance and longest life, we recommend Ra- 
dioShack alkaline batteries. 

Warning: Dispose of old batteries promptly 
and properly. Do not burn or bury them. 

Cautions: 

• Use only fresh batteries of the required 
size and recommended type. 

• Do not mix old and new batteries, differ- 
ent types of batteries (standard, alka- 
line, or rechargeable), or rechargeable 
batteries of different capacities. 

• If you do not plan to use the clock for 
about a month, remove the batteries. 
Batteries can leak chemicals that can 
destroy electronic parts. 

1 . Turn the clock over and press the tab on 
the battery compartment’s cover in the 
direction of the arrow, then lift the cover 
to remove it. 

2. Put the batteries in the compartment as 
indicated by the polarity symbols (- 1 - 


and -) marked inside, fill 1^:00, 1/ 1 PIOH , 
and the current Celsius temperature 
appear. 

3. Replace the cover. 

When the temperature appears to be incor- 
rect or the display dims and becomes difficult 
to read, replace the batteries. After replacing 
the batteries, reset the clock and calendar 
(see “Setting the Time” and “Setting the 
Date”). 

SETTING THE TIME 

When you install the batteries, the clock is in 
the 12-hour format. To change the time dis- 
play to the 24-hour format, press 12/24HR on 
the back panel. 

Note: To rapidly advance the setting, hold 
down the button you are using. 

1. Set LOCK/CLOCK/CALENDAR on the 

back panel to CLOCK. The time flashes. 

2. Repeatedly press HOUR until the correct 
hour appears. 

Note: In 12-hour format, be sure to cor- 
rectly set AM or PM. 

3. Repeatedly press MIN until the correct 
minute appears. 

4. Set LOCK/CLOCK/CALENDAR to LOCK. 

The time is now set. 
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SETTING THE DATE 

1. Set LOCK/CLOCK/CALENDAR to CALEN- 
DAR. The year and date flash. 

2. Repeatedly press YEAR to set the year. 

3. Repeatedly press MONTH to set the 
month. 

4. Repeatedly press DATE to set the date. 
The correct day of the week automatically 
appears. 

5. Set LOCK/CLOCK/CALENDAR to LOCK. 

The calendar Is now set. 

SETTING ‘€/°F 

You can set the temperature to appear In ei- 
ther degrees Fahrenheit or degrees Celsius. 
Press °C/°F on the back panel to change the 
temperature format. 

The temperature appears In 0.5 degree Incre- 
ments. When the temperature falls below -2.2 
°F, LtJ appears. 


MOUNTING THE CLOCK 

On a Desktop 

Pull down the stands on the back of the clock 
and lock them Into place. Stand the clock on a 
flat surface. 

Note: The stands may catch halfway down. 
Be sure to fully extend the stands and firmly 
lock them Into place. 

On a Wall 

To easily view the clock, you can mount the 
clock on a wall. You need a screw (not sup- 
plied) with a head that fits into the keyhole slot 
on the back of the clock. 

Cautions: 

• Do not mount the clock where it will be 
exposed to direct sunlight. 

• Keep the clock away from stoves, heating 
and air conditioning vents, radiators, and 
other sources of hot or cold air. 
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• Do not place the deck where it might get 
wet, such as near a swimming peol er 
shower. 

1. At the desired mounting location, drill a 
hole in the wall and thread a screw into 
the hole until the head extends about 'A- 
inch from the wall. 

2. Insert the screw’s head into the keyhcle 
slot on the back of the clock and slide the 
clock down to secure it. 

CARE 

Keep the deck dry; if it gets wet, wipe it dry 
immediately. Use and store the clock only in 
normal temperature environments. Handle the 
clock carefully; do not drop it. Keep the clock 
away from dust and dirt, and wipe it with a 
damp cloth occasionally to keep it looking 
new. 

Modifying or tampering with the clock’s inter- 
nal cempenents can cause a malfunction and 
might invalidate its warranty. If yeur clock is 
not performing as it should, take it te your lo- 
cal RadioShack store fer assistance. 


SPECIFICATIONS 

Power Source Two AA Batteries 

Battery Life About 1 Year 

Clock Accuracy ±0.67 seconds/day 

Calendar Range Jan 1 , 1 990 to Dec 31 , 2030 

Temperature Range 32°to 104°F (0°to 40°C) 

Temperature Resolution 0.5°F/0.5°C 

Temperature Accuracy ±2°F (32°to 104 °F) 

or±1°C(0°to 40 °C) 
±4°For±2°C 
Outside the Specified Ranges 

Dimensions (HWD) 9V4 x 8% x Vs in 

(235 X 220 X 20.7mm) 

Weight (with Batteries) 1 .2 lb 

(470 g) 

Specifications are typical; individual units might 
vary. Specifications are subject to change and im- 
provement without notice. 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship un- 
der normai use for ninety (90) days from the date of purchase from RadioShack company-owned stores 
and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED HEREiN, RadioShack 
MAKES NO EXPRESS WARRANTiES AND ANY iMPLiED WARRANTiES, iNCLUDiNG THOSE OE 
MERCHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, ARE LiMiTED iN DURATiON TO 
THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES CONTAiNED HEREiN. EXCEPT AS PRO- 
ViDED HEREiN, RadioShack SHALL HAVE NO LiABiLiTY OR RESPONSiBiLiTY TO CUSTOMER OR 
ANY OTHER PERSON OR ENTiTY WiTH RESPECT TO ANY LiABiLiTY, LOSS OR DAMAGE CAUSED 
DiRECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARiSiNG OUT OF 
ANY BREACH OF THiS WARRANTY, iNCLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULT- 
iNG FROM iNCONVENiENCE, LOSS OF TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY 
iNDiRECT, SPECiAL, iNCiDENTAL, OR CONSEOUENTiAL DAMAGES, EVEN iF RadioShack HAS 
BEEN ADViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how iong an impiied warranty iasts or the exciusion or iimitation of 
incidentai or consequentiai damages, so the above iimitations or exciusions may not appiy to you. 
in the event of a product defect during the warranty period, take the product and the RadioShack saies re- 
ceipt as proof of purchase date to any RadioShack store. RadioShack wiii, at its option, uniess otherwise 
provided by law: (a) correct the defect by product repair without charge for parts and labor; (b) replace the 
product with one of the same or simiiar design; or (c) refund the purchase price. Ail replaced parts and 
products, and products on which a refund is made, become the property of RadioShack. New or recondi- 
tioned parts and products may be used in the performance of warranty service. Repaired or replaced 
parts and products are warranted for the remainder of the originai warranty period. You wiii be charged for 
repair or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributabie to acts of God, abuse, acci- 
dent, misuse, improper or abnormal usage, failure to follow instructions, improper installation or mainte- 
nance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs other than 
those provided by a RadioShack Authorized Service Facility; (c) consumables such as fuses or batteries; 
(d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs of product removal, in- 
stallation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from state to 
state. 
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